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Bliley OCXOs

Low Cost, Low Noise, Low Power, Low-G and Low-Profile oscillator solutions

Parameter

Conditions

Values (Sine Output)

phase noise

Phase Noise

Phase Noise (10 MHz)

Phase Noise (100 MHz)

Tested at +25°C
10Hz
100Hz
TkHz
10kHz

100kHz

Tested at +25°C
10Hz
100Hz
TkHz
10kHz

100kHz

Good (C)

-120
-140
-145
-1585
-1585

-125
-145
-160
-170

Better (B)

-125
-152
-160
-170
-170

-100
-130
-155
-168
-172

Best (A)

-130
-155
-166
-173
-175

-103
-133
-157
-172
-175

dBc/Hz
dBc/Hz
dBc/Hz
dBc/Hz
dBc/Hz

dBc/Hz
dBc/Hz
dBc/Hz
dBc/Hz
dBc/Hz
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Bliley OCXOs

Low Cost, Low Noise, Low Power, Low-G and Low-Profile oscillator solutions

package size

..léhh-,_.
BOV Series “ '

9x14mm P-Package 14 Pin Dip L-Package 20x20mm J-Package 22x25mm G-Package 25x25mm E-Package
SMT Only SMT & TH SMT & TH SMT Only SMT & TH
o -
Apollo LN Series
14 Pin Dip L-Package 2Ux2uUmm J-Package 25x25mm E-Package
TH Only SMT & TH SMT & TH

Achilles LP Series

Half Dip N-Package 14 Pin Dip L-Package 20x20mm J-Package 22x25mm G-Package
SMT & TH SMT & TH SMT & TH SMT Only
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Bliley OCXOs

Low Cost, Low Noise, Low Power, Low-G and Low-Profile oscillator solutions

BOV part number

Part Number Configuration

BOV - M -
Center Supply Frequency vs. Operating
Mounting Package Frequency Voltage EFC Temperature  Temperature  Output Type Shipping
T: Through Hole  E: 25x25 mm 10MHzto  D:3.3V  N:N/A D: +20ppb A:0to 70°C A: Sine B: Bulk
S: SMT G: 22x25 mm 120MHz E: 5V A: 20.5ppm  E: +50ppb B:-20to 70°C ~ C: CMOS T: Tape & Reel
J: 2020 mm B: +1ppm F: £100ppb C:-40 to 85°C
L: 14 Pin Dip
P: 9x14 mm

*Not all combinations of options may be possible
**Other options may be available
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Bliley OCXOs

Low Cost, Low Noise, Low Power, Low-G and Low-Profile oscillator solutions

LN part number

Part Number Configuration

LN - M - B
Acceleration Center Supply Frequency vs. Operating
Phase Noise Sensitivity Mounting Package Frequency Voltage EFC Temperature Temperature  Output Type
A, B, C: N:>0.3ppb/g T:Through Hole  E:25x25 mm 10MHzto  E: 5V N: N/A C: x10ppb A:0to 70°C A: Sine
See Table G: <0.3ppb/g S:SMT J: 20x20 mm 166MHz F: 12V A:+0.5ppm  D: #20ppb B: -20 to 70°C C:CMOS
L: 14 Pin Dip B: +1ppm E: +50ppb C: -40to 85°C

F: £100ppb

10-40MHz @ 5V *Not all combinations of options may be possible
|40-120MHz @ 12V **Other options may be available
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Bliley OCXOs

Low Cost, Low Noise, Low Power, Low-G and Low-Profile oscillator solutions

LP part number

Part Number Configuration

LP - M - B
Acceleration Center Supply Frequency vs. Operating
Phase Noise Sensitivity Mounting Package Frequency Voltage EFC Temperature Temperature  Output Type
A, B, C: N:>0.3ppb/g T:Through Hole  G:22x25 mm 10OMHzto  D:3.3V  N:N/A E: £50ppb A:0to 70°C A: Sine
See Table G: <0.3ppb/g S:SMT J: 20x20 mm 100MHz E: 5V A:+0.5ppm  F: +100ppb B: -20 to 70°C C:CMOS
L: 14 Pin Dip C: -40 to 85°C
N: Half Dip

*Not all combinations of options may be possible
**Other options may be available
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quality and reliabillity is our priority

AS9100:2016
IS0 9001:2015
CERTIFIED

AS9100D/1S09001 s tﬂ?
/ GRoHS |i _:.-

RoHS Compliant Product
REACH Compliant

Environmental and Qualification testing to
MIL-STD-883B, MIL-STD-202 and MIL-O-55310

Actively pursuing qualification with DLA/DSCC for
MIL-PRF-55310
Product Screening and Qualification Programs

— Device Screening

— Element Evaluation on passive and active devices

Other Specification Guidelines
— J-STD-001 Class 3 and IPC-A-610
— IPC-7711 and IPC-7721 for Rework and authorized repair operations
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