
  

Port Configurations
J1 J2 J3 J4

Input -3 dB, 0° -3 dB, -90° Isolated

-3 dB, 0° Input Isolated -3 dB, -90°

-3 dB, -90° Isolated Input -3 dB, 0°

Isolated -3 dB, -90° -3 dB, 0° Input

NOTES: UNLESS OTHERWISE SPECIFIED
1. DROP IN- STYLE UNIT.
2. SURFACE FINISH: Immersion Silver (RoHS Compliant)
3. OTHER SURFACE FINISHES AVAILABLE UPON REQUEST
4. HATCHED AREAS DENOTE METALLIZATION
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INTERPRET DRAWING IAW MIL-STD-100
DIMENSIONING PER ASME Y14.5M-2009
PARENTHETICAL INFO FOR REF ONLY
DIMENSIONS ARE IN INCHES [mm]
DIMENSIONAL LIMITS APPLY BEFORE PROCESSES
TOLERANCES: 

ANGLES ± 2°
3 PL ± .005 [.13]
2 PL ± .015 [.4]

REMOVE ALL BURRS AND SHARP EDGES R.01 MAX
CONCENTRICITY MACHINED DIA: .002 FIM
MACHINE TOOL MISMATCH .003 MAX -B
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THIRD ANGLE PROJECTION

edge plate shaded region
(far side also)
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edge  plate shaded region
(far side also)

Model QH11489‐Ag
90° Hybrid Coupler 
 
Electrical Specifications:  
Frequency:    80 – 1000 MHz  
Power:       600 W CW * 
Insertion Loss:     0.6 dB Max. 
VSWR:       1.40:1 Max.  
Phase Balance:     ± 5° Max. 
Amplitude Balance:   ± 0.8 dB Max.  
      ± 0.65 dB Typ. 
Isolation:      17 dB Min. 
      18 dB Typ. 
 
* 600 W CW at +50°C Baseplate Temperature 
* 500 W CW at +70°C Baseplate Temperature  


